REQUIREMENTS FOR TEMPORARY STAGES
TEMPORARY = (ERECTED FOR NOT MORE THAT 90 DAYS)

I. APPLICABLE PROVISION OF 675 IAC 12-6

675 IAC 12-6-4 Exemptions from design release requirement-A construction design
release is not required for a temporary stage

A temporary stage must comply with all other applicable rules of the Commission,
including the provisions of Chapter 16 and Section 3103 of the 2008 Indiana Building Code

I1. 2008 INDIANA BUILDING CODE

A. CHAPTER 16 - See attached text and Indiana amendments.

B. SECTION 3103
TEMPORARY STRUCTURES

3103.1 General. The provisions of this section shall apply to structures erected for a period of
less than 180 days. Tents and other membrane structures erected for a period of less than 180
days shall comply with the Indiana Fire Code. Those erected for a longer period of time shall
comply with applicable sections of this code.

3103.1.1 Permit required. See the General Administrative Rules (675 IAC 12-6) and local
ordinance.

3103.2 Construction documents. See the General Administrative Rules (675 IAC 12-6) and
local ordinance.

3103.3 Location. Temporary structures shall be located in accordance with the requirements of
Table 602 based on the fire-resistance rating of the exterior walls for the proposed type of
construction.

3103.4 Means of egress. Temporary structures shall conform to the means of egress
requirements of Chapter 10 and shall have a maximum exit access travel distance of 100 feet (30
480 mm).

TABLE 602
FIRE-RESISTANCE RATING REQUIREMENTS FOR EXTERIOR WALLS BASED ON FIRE SEPARATION DISTANCE™®
FIRE SEPARATION DISTANCE = X TYPE OF CONSTRUCTION OCCUPANCY OCCUPANCY OCCUPANCY
{feet) GROUP H GROUP F-1,M, S-1 GROUP A, B, E, F-2,
IR, 8-2,U°
X < 5¢ All 3 2 1
5< X<10 1A 3 2 1
Others 2 1 1
10 < X< 30 IA, IB 2 1 14
1B, VB 1 0 0

Others 1 1 1¢



X2> 30 All 0 0 0

For Sl: 1 foot = 304.8 mm. .

a. Load-bearing exterior walls shall also comply with the fire-resistance rating requirements of Table 601.

b. For special requirements for Group U occupancies see Section 406.1.2

c. See Section 705.1.1 for party walls.

d. Open parking garages complying with Section 406 shall not be required to have a fire-resistance rating.

e. The fire-resistance rating of an exterior wall is determined based upon the fire separation distance of the exterior wall and the story in
which the wall is located

I11. 2009 INDIANA ELECTRICAL CODE
Article 590-Temporary installations

IV. 675 IAC 12-4-9-MAINTENANCE

The stage, and all equipment and structures attached to, anchored to or otherwise
made a part of the stage shall be maintained such that it continues to meet the
requirements of the Building Code and Electrical Code.



_ | CHAPTER 16
'STRU_CTURAL DESIGN

SECTION 1601
GENERAL

1601.1 Scope. The provisions of this chapter shall goi/em the
structural design of buildings, structures and portions thereof
regulated by this code.

SECTION 1602
DEFINITIONS AND NOTATIONS

1602.1 Definitions. The following words and terms shall, for
the purposes of this chapter, have the meanings shown herein.

ALLOWABLE STRESS DESIGN. A method of proportion-
ing structural members, such that elastically computed stresses
produced in the members by nominal loads do not exceed spec-
ified allowable stresses (also called “working stress design”).

BALCONY, EXTERIOR. An exterior floor projecting from
and supported by a structure without additional independent
supports.

l.’DEAD LOADS. The weight of materials of construction
incorporated into the building, including but not limited to
walls, floors, roofs, ceilings, stairways, built-in partitions, fin-
ishes, cladding and other similarly incorporated architectural
and structural items, and the weight of fixed service equipment,
such as cranes, plumbing stacks and risers, electrical feeders,
heating, ventilating and air-conditioning systems and fire
sprinkler systems.

DECK. An exterior floor supported on at least two opposing
sides by an adjacent structure, and/or posts, piers or other inde-
pendent supports.

DESIGN STRENGTH. The product of the nominal strength
and a resistance factor (or strength reduction factor).

DIAPHRAGM. A horizontal or sloped system acting to trans-
mit lateral forces to the vertical-resisting elements. When the
term “diaphragm” is used, it shall include horizontal bracing
" gystems.

Diaphragm, blocked. In light-frame construction, a dia-
phragm in which all sheathing edges not occurring on a
framing member are supported on and fastened to blocking.

Diaphragm boundary. In light-frame construction, a loca-
tion where shear is transferred into or out of the diaphragm
sheathing. Transfer is either to a boundary element or to
another force-resisting element.

Diaphragm chord. A diaphragm boundary element per-

Diaphragm, rigid. A diaphragm is rigid for the purpose of
distribution of story shear and torsional moment when the
lateral deformation of the diaphragm is less than or equal to
two times the average story drift.

DURATION OF LOAD. The period of continuous applica-
tion of a given load, or the aggregate of periods of intermittent
applications of the same load.

ESSENTIAL FACILITIES. Buildings and other structures
that are intended to remain operational in the event of extreme
environmental loading from flood, wind, snow or earthquakes.

FABRIC PARTITIONS. A partition consisting of a finished
surface made of fabric, without a continuous rigid backing, that
is directly attached to a framing system in which the vertical
framing members are spaced greater than 4 feet (1219 mm) on
center.

FACTORED LOAD. The product of anominal load and a load
factor.

GUARD. See Section 1002.1.

IMPACT LOAD. The load resulting from moving machinery,
elevators, craneways, vehicles and other similar forces and
kinetic loads, pressure and possible surcharge from fixed or
moving loads.

LIMIT STATE. A condition beyond which a structure or
member becomes unfit for service and is judged to be no longer
useful for its intended function (serviceability limit state) or to
be unsafe (strength limit state).

LIVE LOADS. Those loads produced by the use and occu-
pancy of the building or other structure and do not include con-
struction or environmental loads such as wind load, snow load,
rain load, earthquake load, flood load or dead load.

LIVE LOADS (ROOF). Those loads produced (1) during
maintenance by workers, equipment and materials; and (2)
during the life of the structure by movable objects such as
planters and by people. )

LOAD AND RESISTANCE FACTOR DESIGN (LRFD). A
method of proportioning structural members and their connec-
tions using load and resistance factors such that no applicable
limit state is reached when the structure is subjected to appro-
priate load combinations. The term “LRFD” is used in the
design of steel and wood structures.

LOAD EFFECTS. Forces and deformations produced in
structural members by the applied loads.

LOAD FACTOR. A factor that accounts for deviations of the

pendicular to the applied load that 1s assumed to take axial
stresses due to the diaphragm moment.

Diaphragm flexible. A diaphragm is flexible for the pur-
pose of distribution of story shear and torsional moment
where so indicated in Section 12.3.1 of ASCE 7, as modified
in Section 1613.6.1.

2006 INTERNATIONAL BUILDING CODE®

actual load from the nominal load, for uncertainties in the anal-

ysis that transforms the load into a load effect, and for the prob-
ability that more than one extreme load will occur
simultaneously.

LOADS. Forces or other actions that result from the weight of
building materials, occupants and their possessions, environ-
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mental effects, differential movement and restrained dimen-
sional changes. Permanent loads are those loads in which
variations over time are rare or of small magnitude, such as
dead loads. All other loads are variable loads (see also “Normi-~
nal loads™).

NOMINAL LOADS. The magnitudes of the loads specified in
this chapter (dead, live, soil, wind, snow, rain, flood and earth-
quake). ‘ .

OCCUPANCY CATEGORY. A category used to determine
structural requirements based on occupancy.

OTHER STRUCTURES. Structures, other than buildings,
for which loads are specified in this chapter.

PANEL (PART OF A STRUCTURE). The section of a floor,
wall or roof comprised between the supporting frame of two
adjacent rows of columns and girders or column bands of floor
or roof construction.

RESISTANCE FACTOR. A factor that accounts for devia-
tions of the actual strength from the nominal strength and the
manner and consequences of failure (also called “strength
reduction factor™). :

STRENGTH, NOMINAL. The capacity of a structure or
member to resist the effects of loads, as determined by compu-
tations using specified material strengths and dimensions and
equations derived from accepted principles of structural
mechanics or by field tests or laboratory tests of scaled models,
allowing for modeling effects and differences between labora-
tory and field conditions.

STRENGTH, REQUIRED. Strength of a member, cross sec-
tion or connection required to resist factored loads or related
internal moments and forces in such combinations as stipulated
by these provisions.

STRENGTHDESIGN. A method of proportioning structural
members such that the computed forces produced in the mem-
bers by factored loads do not exceed the member design
strength [also called “load and resistance factor design”
(LRFD)]. The term “strength design” is used in the design of
concrete and masonry structural elements.

VEHICLE BARRIER SYSTEM. A system of building com-
ponents near open sides of a garage floor or ramp or building
walls that act as restraints for vehicles.

i
i

= Live load, eXcept roof live load, including any per-
mitted live load reduction.

= Roof live load including any permitted live load
reduction. -

= Rain load.
= Snow load.

= Self-straining force arising from contraction or
expansion resulting from temperature change,
shrinkage, moisture change, creep in component
materials, movement due to differential settlernent
or combinations thereof.

Load due to wind pressure.

SECTION 1603
CONSTRUCTION DOCUMENTS

See e (;@ne/m& Admin ,5&&"}[& Rudes (615
IAC. IQ*E\/ Tf‘)c’ua‘}r}dhzﬁc@ E)u)}g’ldq
Systems (6715 Tac 75), and

locad Ord r‘sa:fnc,z, .

NOTATIONS.
D = Deadload.
E = Combined effect of horizontal and vertical earth-
quake induced forces as defined in Section 12.4.2 of
ASCE 7.
E, = Maximnm seismic load effect of horizontal and ver-
tical seismic forces as set forth in Section 12.4.3 of
TTTTTTTASCET. o ; ) -
F = Load due to fluids with well-defined pressures and
maximum heights.
F, = Flood load.
H = Load due to lateral earth pressures, ground water
pressure or pressure of bulk materials.
278 2006 INTERNATIONAL BUILDING CODE®
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T I R T T TR T TR e

: SECTION 1604
GENERAL DESIGN REQUIREMENTS

1604.1 General. Building, structures and parts thereof shall be
designed and constructed in accordance with strength design,
load and resistance factor design, allowable stress design,
empirical design or conventional construction methods, as per-
mitted by the applicable material chapters.

1604.2 Strength. Buildings and other structures, and parts
thereof, shall be designed and constructed to support safely the
factored loads in load combinations defined in this code with-
out exceeding the appropriate strength limit states for the mate-
rials of construction. Altematively, buildings and other
structures, and parts thereof, shall be designed and constructed
to support safely the nominal loads in load combinations
defined in this code without exceeding the-appropriate speci-
fied allowable stresses for the materials of ceonstruction.

Loads and forces for occupancies or uses not covered in this
chapter shall be subject to the approval of the building official.

1604.3 Serviceability. Stnictural systems and members
thereof shall be designed to have adequate stiffness to limit
deflections and lateral drift. See Section 12.12.1 of ASCE 7 for
drift limits applicable to earthquake loading.

1604.3.1 Deflections. The deflections of structural meém-

bers shall not exceed the more restrictive of the limitations

of Sections 1604.3.2 through 1604.3.5 or that permitted by
Table 1604.3.

1604.3.2 Réin.forced concrete. The deflection of rein-
forced concrete structural members shall not exceed that
permitted by ACI 318.
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TABLE 1604.3
DEFLECTION LIMITS® 5o
CONSTRUCTION L Sorw! | D+ 199

Roof members:*®

Supporting plaster ceiling 11360 11360 1240

Supporting nonplaster ceiling /240 /240 /180

Not supporting ceiling /180 /180 11120
Floor members /360 — 11240
Exterior walls and interior
partitions: . . .

With brittle finishes - -

With flexible finishes
Farm buildings — — /180
Greenhouses — — /120

For SI: 1 foot = 304.8 mm.

a.

o

For structural roofing and siding made of formed metal sheets, the total load
deflection shall not exceed //60. For secondary roof structural members sup-
porting formed metal roofing, the live load deflection shall not exceed I/150.
For secondary wall members supporting formed metal siding, the design
wind load deflection shall not exceed /90. For roofs, this exception only
applies when the metal sheets have no roof covering.

. Interior partitions not exceeding 6 feet in height and flexible, folding and

portable partitions are not governed by the provisions of this section. The
deflection criterion for interior partitions is based on the horizontal load
defined in Section 1607.13.

. See Section 2403 for glass supports.
. For wood structural members having a moisture content of less than 16 per-

cent at time of installation and used under dry conditions, the deflection
resulting from. L + 0.5D is permitted to be substituted for the deflection
resulting from L + D.

. The above deflections do not ensure against ponding. Roofs that do not have

sufficient slope or camber to assure adequate drainage shall be investigated
for ponding. See Section 1611 for rain and ponding requirements and Sec-
tion 1503.4 for roof drainage requirements.

. The wind load is permitted to be taken as 0.7 times the “component and clad-

ding” loads for the purpose of determining deflection limits herein.

. For steel structural members, the dead load shall be taken as zero.
. For aluminum structural members or alnminum panels used in skylights and

sloped glazing framing, roofs or walls of sunroom additions or patio covers,
not supporting edge of glass or aluminum sandwich panels, the total load
deflection shall not exceed Y. For aluminum sandwich panels used in roofs
or walls of sunroom additions or patio covers, the total load deflection shall
not exceed /.

. For cantilever members, { shall be taken as twice the length of the cantilever.

1604.3.3 Steel. The deflection of steel structural members
shall not exceed that permitted by AISC 360, AISI-NAS,
ATISI-General, AISI-Truss, ASCE 3, ASCE 8, SJ11G-1.1,
SIIK-1.1 or SJI LH/DLH-1.1, as applicable.

1604.3.4 Masonry. The deflection of masonry structural
members shall not exceed that permitted by ACI 530/ASCE
5/TMS 402.

—1604.3.5. Aluminum.-The deflection.-of aluminum. struc-....-

tural members shall not exceed that permitted by AA
ADMI.

1604.3.6 Limits. Deflection of structural members over
span, [, shall not exceed that permitted by Table 1604.3.
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1604.4 Analysis. Load effects on structural members and their
connections shall be determined by methods of structural anal-
ysis that take into account equilibrium, general stability, geo-
metric compatibility and both short- and long-term material
properties.

Members that tend to accumulate residual deformations
under repeated service loads shall have included in their analy-
sis the added eccentricities expected to occur during their ser-
vice life.

Any system or method of construction to be used shall be
based on a rational analysis in accordance with well-established
principles of mechanics. Such analysis shall result in a system
that provides a comaplete load path capable of transferring loads
from their point of origin to the load-resisting elements.

The total lateral force shall be distributed to the various verti-
cal elements of the lateral-force-resisting system in proportion
to their rigidities, considering the rigidity of the horizontal
bracing system or diaphragm. Rigid elements assumed not to
be a part of the lateral-force-resisting system are permitted to
be incorporated into buildings provided their effect on the
action of the system is considered and provided for in the
design. Except where diaphragms are flexible, or are permitted
to be analyzed as flexible, provisions shall be made for the
increased forces induced on resisting elements of the structural
system resulting from torsion due to eccentricity between the
center of application of the lateral forces and the center of rigid-
ity of the lateral-force-resisting system.

Every structure shall be-designed to resist the overturning
effects caused by the lateral forces specified in this chapter. See
Section 1609 for wind loads, Section 1610 for lateral soil loads
and Section 1613 for earthquake loads.

1604.5 Occupancy category. Buildings shall be assigned an
occupancy category in accordance with Table 1604.5.

1604.5.1 Multiple occupancies. Where a structure is occu-
pied by two or more occupancies not included in the same
occupancy category, the structure shall be assigned the clas-
sification of the highest occupancy category corresponding
to the various occupancies. Where structures have two or
more portions that are structurally separated, each portion
shall be separately classified. Where a separated portion of a
structure provides required access to, required egress from
or shares life safety components with another portion hav-
ing a higher occupancy category, both portions shall be
assigned to the higher occupancy category.

1604.6 In-situ load tests. The building official is authorized to
require an engineering analysis or a load test, or both, of any
construction whenever there is reason to question the safety of
the construction for the intended occupancy E-n-g-messng.a.nal.

0ad &11-6 > Coraait 6

Fois-and
tien—1—7+3.

--1604:7 Preconstructionload-tests:- Materials-and methods-of-

construction that are not capable of being designed by
approved engineering analysis or that do not comply with the

. applicable material design standards listed in Chapter 35, or

alternative test procedures in accordance with Section 1711,
shall be load tested in accordance with Section 1714.
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TABLE 1604.5
OCCUPANCY CATEGORY OF BUILDINGS AND OTHER STRUCTURES

OCCUPANCY
CATEGORY

NATURE OF OCCUPANCY

Buildings and other structures that represent a low hazard to human life in the event of failure, including but not limited
to:

¢ Agricultural facilities.
* Certain temporary facilities.
*_Minor storage facilities.

Buildings and other structures except those listed in Occupancy Categories I, Il and TV

Buildings and other structures that represent a substantial hazard to human life in the event of failure, including but not
limited to:
¢ Covered structures whose primary occupancy is public assembly with an occupant load greater than 300.

¢ Buildings and other structures with elementary school, secondary school or day care facilities with an occupant load
greater than 250.

* Buildings and other structures with an occupant load greater than 500 for colleges or adult education facilities.

¢ Health care facilities with an occupant load of 50 or more resident patients, but not having surgery or emergency treatment
facilities.

¢ Jails and detention facilities.

* Any other occupancy with an occupant load greater than 5,000.

* Power-generating stations, water treatroent for potable water, waste water treatment facilities and other public utility fa-
cilities not included in Occupancy Category IV.

. Bulldmgs and other structures not included in Occupancy Category IV containing sufficient quantities of toxic or explo-
sive substances to be dangerous to the public if released.

Buildings and other structures designated as essential facilities, including but not limited to:
* Hospitals and other health care facilities having surgery or emergency treatment facilities.
« Fire, rescue and police stations and emergency vehicle garages.

* Designated earthquake, hurricane or other emergency shelters.

* Designated emergency preparedness, communication, and operation centers and other facilities required for emergency
response.

¢ Power-generating stations and other public utility facilities required as emergency backup facilities for Occupancy Cate-
gory IV structures.

« Structures containing highly toxic materials as defined by Section 307 where the quantity of the material exceeds the max-
imum allowable quantities of Table 307.1.(2).

* Aviation control towers, air traffic control centers and emergency aircraft hangars.
* Buildings and other structures having critical national defense functions.

¢ Water treatment facilities required to maintain water pressure for fire suppression.
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1604.8 Anchorage.

1604.8.1 General. Anchorage of the roof to walls and col-
umns, and of walls and columns to foundations, shall be
provided to resist the uplift and sliding forces that result
from the application of the prescribed loads.

1604.8.2 Concrete and masonry walls. Concrete and
masonry walls shall be anchored to floors, roofs and other
structural elements that provide lateral support for the wall.
Such anchorage shall provide a positive direct connection
capable of resisting the horizontal forces specified in this
chapter but not less than a minimum strength design hori-
zontal force of 280 plf (4.10 kN/m) of wall, substituted for
“E” in the load combinations of Section 1605.2 or 1605.3.
Walls shall be designed to resist bending between anchors
where the anchor spacing exceeds 4 feet (1219 mm).
Required anchors in masonry walls of hollow units or cavity
walls shall be embedded in a reinforced grouted structural
element of the wall. See Sections 1609 for wind design
requirements and see Section 1613 for earthquake design
requirements.

1604.8.3 Decks. Where supported by attachment to an exterior
wall, decks shall be positively anchored to the primary struc-
ture and designed for both vertical and lateral loads as applica-
ble. Such attachment shall not be accomplished by the use of
toenails or nails subject to withdrawal. Where positive connec-
tion to the primary building structure cannot be verified during
inspection, decks shall be self-supporting. For decks with can-~
tilevered framing members, connections to exterior walls or
other framing members shall be designed and constructed to
resist uplift resulting from the full live load specified in Table
1607.1 acting on the cantilevered portion of the deck.

1604.9 Counteracting structural actions. Structural mem-
bers, systems, components and cladding shall be designed to
resist forces due to earthquake and wind, with consideration of
overturning, sliding, and uplift. Continuous load paths shall be
provided for transmitting these forces to the foundation. Where
sliding is used to isolate the elements, the effects of friction
between sliding elements shall be included as a force.

1604.10 Wind and seismic detailing. Lateral-force-resisting
systems shall meet seismic detailing requirements and limita-
tions prescribed in this code and ASCE 7, excluding Chapter
14 and Appendix 11A, even when wind code prescribed load
effects are greater than seismic load effects.

SECTION 1605
LOAD COMBINATIONS

1605.1 General. Buildings and other structures and portions
thereof shall be designed to resist the load combinations speci-
fied in Section 1605.2 or 1605.3 and Chapters 18 through 23,
and the special seismic load combinations of Section 1605.4
N—whererequired by Section-12:3:3:3or 12.10:2:1-of ASCE-7.—
Applicable loads shall be considered, including both earth-
quake and wind, in accordance with the specified load combi-
nations. Each load combination shall also be investigated with
one or more of the variable loads set to zero.

1605.2 Load combinations using strength design or load
and resistance factor design.

282

1605.2.1 Basic load combinations. Where strength design
or load and resistance factor design is used, structures and
portions thereof shall resist the most critical effects from the
following combinations of factored loads:

1.4(D+F) (Equation 16-1)
12D+ F+ D+ 1.6(L+ H)+

0.5(L,orSorR) (Equation 16-2)
1.2D+1.6(L,orSor R)+(fi.Lor 0.8W) (Equation 16-3)
1.2D+1.6W+f,L+0.5(L,orSorR) (Equation 16-4)
1.2D+1.0E+f,.L+f5S (Equation 16-5)

09D+1.6W+1.6H
0.9D+1.0E+1.6H

(Equation 16-6)
(Equation 16-7)

fi = 1forfloors in places of public assembly, for live loads
in excess of 100 pounds per square foot (4.79 kN/m?),
and for parking garage live load, and

= 0.5 for other live loads.

£, = 0.7 forroof configurations (such as saw tooth) that do
not shed snow off the structure, and

= 0.2 for other roof configurations.

Exception: Where other factored load combinations are
specifically required by the provisions of this code, such
combinations shall take precedence.

1605.2.2 Other loads. Where F, is to be considered in the
design, the load combinations of Section 2.3.3 of ASCE 7
shall be used.

1605.3 Load combinations using allowable stress design.

1605.3.1 Basic load combinations. Where allowable stress
design (working stress design), as permitted by this code, is
used, structures and portions thereof shall resist the most
critical effects resulting from the following combinations of
loads:

D+F (Equation 16-8)
D+H+F+L+T (Equation 16-9)
D+H+F+(L,orSorR) (Equation 16-10)
D+H+F+075(L+T)+
0.75(L,or SorR) (Equation 16-11)
D+H+F+(Wor0.7E) (Equation 16-12)
D+H+F+075(Wor0.7E) +
0.75L+0.75(L,orSorR) (Equation 16-13)
0.6D+W+H (Equation 16-14)
0.6D+0.7TE+H (Equation 16-15)
Exceptions:

1. Crane hook loads need not be combined with roof
live load or with more than three-fourths of the
snow load or one-half of the wind load.

2. Flatroof snow loads of 30 psf(1.44 kKN/m?) or less
need not be combined with seismic loads. Where
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flat roof snow loads exceed 30 psf (1.44 kN/m?),
20 percent shall be combined with seismic loads.

1605.3.1.1 Stress increases. Increases in allowable
stresses specified in the appropriate material chapter or
the referenced standards shall not be used with the load
combinations of Section 1605.3.1, except that a duration
of load increase shall be permitted in accordance with
Chapter 23.

1605.3.1.2 Other loads. Where F, is to be considered in
design, the load combinations of Section 2.4.2 of ASCE
7 shall be used.

1605.3.2 Alternative basic load combinations. In lieu of the
basic load combinations specified in Section 1605.3.1, struc-
tures and portions thereof shall be permitted to be designed for
the most critical effects resulting from the following combina-
tions. When using these altemative basic load combinations
that include wind or seismic loads, allowable stresses are per-
mitted to be increased or load combinations reduced where
permitted by the material chapter of this code or the referenced
standards. For load combinations that include the counteract-
ing effects of dead and wind loads, only two-thirds of the mini-
mum dead load likely to be in place during a design wind event
shall be used. Where wind loads are calculated in accordance
with Chapter 6 of ASCE 7, the coefficient w in the following
equations shall be taken as 1.3. For other wind loads, @ shall be
taken as 1. When using these alternative load combinations to
evaluate sliding, overturning and soil bearing at the soil-struc-
ture interface, the reduction of foundation overturning from
Section 12.13.4 in ASCE 7 shall not be used. When using these
alternative basic load combinations for proportioning founda-
tions for loadings, which include seismic loads, the vertical
seismic load effect, E,, in Equation 12.4-4 of ASCE 7 is permit-
ted to be taken equal to zero.

D+L+(L,otSorR) (Equation 16-16)
D+L+ (W) (Equation 16-17)
D+L+oW+S/2 (Equation 16-18)
D+L+S+wW/2 (Equation 16-19)
D+L+S+ENA4A (Equation 16-20)
09D+E/1.4 (Equation 16-21)
Exceptions:

1. Crane hook loads need not be combined with roof live
loads or with more than three-fourths of the snow load
or one-half of the wind load.

2. Flat roof snow loads of 30 psf (1.44 kN/m?) or less
need not be combined with seismic loads. Where flat
roof snow loads exceed 30 psf (1.44 kN/m?), 20 per-

_____cent shall be combined with seismic loads.
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elements and components shall be designed to resist the forces
calculated using Equation 16-22 when the effects of the seis-
mic ground motion are additive to gravity forces and those cal-
culated using Equation 16-23 when the effects of the seismic
ground motion counteract gravity forces.

12D+f,L+E, (Equation 16-22)

09D+E, (Equation 16-23)

where:

E, The maximum effect of horizontal and vertical forces
as set forth in Section 12.4.3 of ASCE 7.

1 for floors in places of public assembly, for live loads
in excess of 100 psf (4.79 kN/m?) and for parking
garage live load, or

= 0.5 for other live loads.

h

1605.5 Heliports and helistops. Heliport and helistop landing
areas shall be designed for the following loads, combined in
accordance with Section 1605:

1. Deadload, D, plus the gross weight of the helicopter, D),
plus snow load, S.

2. Deadload, D, plus two single concentrated impact loads,
L, approximately 8 feet (2438 mm) apart applied any-
where on the landing area (representing the helicopter’s
two main landing gear, whether skid type or wheeled
type), having a magnitude of 0.75 times the gross weight
of the helicopter. Both loads acting together total
one-and one half times the gross weight of the helicopter.

3. Deadload, D, plus auniform liveload, L, of 100 psf (4.79
kN/m?).

Exception: Landing areas designed for helicopters
with gross weights not exceeding 3,000 pounds
(13.34 kN) in accordance with Items 1 and 2 shall be
permitted to be designed using a 40 psf (1.92 kN/m?)
uniform live load in Item 3, provided the landing area
is identified with a 3,000 pound (13.34 kN) weight
limitation. This 40 psf (1.92 kN/m?) uniform live load
shall not be reduced. The landing area weight limita-
tion shall be indicated by the numeral “3” (kips)
located in the bottom right comer of the landing area
as viewed from the primary approach path. The land-
ing area weight limitation shall be a minimum of 5
feet (1524 mm) in height.

SECTION 1606
DEAD LOADS

1605.3.2.1 Other loads. Where F, H or T are to be con-
sidered in the design, each applicable load shall be added
to the combinations specified in Section 1605.3.2.

1605.4 Special seismic load combinations. For both allow-
able stress design and strength design methods where specifi-
cally required by Section 1605.1 or by Chapters 18 through 23,
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1606.1 General. Dead loads are those loads defined in Section

-1602.1. Dead loads shall be considered permanent loads.

1606.2 Design dead load. For purposes of design, the actual
weights of materials of construction and fixed service equip-
ment shall be used. In the absence of definite information, val-
ues used shall be subject to the approval of the building official.
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SECTION 1607
LIVE LOADS

1607.1 General. Live loads are those loads defined in Section
1602.1.

1607.2 Loads not specified. For occupancies or uses not des-
ignated in Table 1607.1, the live load shall be determined in
accordance with a method approved by the building official.

1607.3 Uniform live loads. The live loads used in the design of
buildings and other structures shall be the maximum loads
expected by the intended use or occupancy but shall in no case
be less than the minimum uniformly distributed unit loads
required by Table 1607.1.

1607.4 Concentrated loads. Floors and other similar surfaces
shall be designed to support the uniformly distributed live
loads prescribed in Section 1607.3 or the concentrated load, in
pounds (kilonewtons), given in Table 1607.1, whichever pro-
duces the greater load effects. Unless otherwise specified, the
indicated concentration shall be assumed to be uniformly dis-
tributed over an area 2.5 feet by 2.5 feet [6.25 square feet (0.58
m?)] and shall be located so as to produce the maximum load
effects in the structural members.

1607.5 Partition loads. In office buildings and in other build-
ings where partition locations are subject to change, provisions
for partition weight shall be made, whether or not partitions are
shown on the construction documents, unless the specified live
load exceeds 80 psf (3.83 kN/m?). The partition load shall not
be less than a uniformly distributed live load of 15 psf (0.74
kN/m?).

1607.6 Truck and bus garages. Minimum live loads for
garages having trucks or buses shall be as specified in Table
1607.6, but shall not be less than 50 psf (2.40 kN/m?), unless
other loads are specifically justified and approved by the build-
ing official. Actual loads shall be used where they are greater
than the loads specified in the table.

TABLE 1607.6
UNIFORM AND CONCENTRATED LOADS

CONCENTHATEE LOAD
UNIFORM LOAD (pounds)
LOADING (pounds/linear For moment For shear

CLASS? foot of lane) design design
H20-44 and

HS20-44 640 18,000 26,000
H15-44 and

HS15-44 480 13,500 19,500

For SI: 1 pound per linear foot = 0.01459 kN/m, 1 pound = 0.004448 kN,
1 ton=8.90 kN.

a. An H loading class designates a two-axle truck with a semitrailer. An HS
loading class designates a tractor truck with a semitrailer. The numbers fol-
lowing the letter classification indicate the gross weight in tons of the stan-
dard truck and the year the loadings were instituted.

b. See Section 1607.6.1 for the loading of multiple-spans.. .

vidual lanes so as to produce the maximum stress in each
structural member. Single spans shall be designed for the
uniform load in Table 1607.6 and one simultaneous concen-
trated load positioned to produce the maximum effect. Mul-
tiple spans shall be designed for the uniform load in Table
1607.6 on the spans and two simultaneous concentrated
loads in two spans positioned to produce the maximum neg-

. ative moment effect. Multiple span design loads, for other
effects, shall be the same as for single spans.

1607.7 Loads on handrails, guards, grab bars and vehicle
barriers. Handrails, guards, grab bars as designed in ICC
A117.1 and vehicle barriers shall be designed and constructed
to the structural loading conditions set forth in this section.

1607.7.1 Handrails and guards. Handrail assemblies and
guards shall be designed to resist a load of 50 plf (0.73
kN/m) applied in any direction at the top and to transfer this
load through the supports to the structure. Glass handrail
assemblies and guards shall also comply with Section 2407.

Exceptions:
5"‘—:.’%*-'. amily-d _':_ll |'_|:-
concentrated-load-required-by-Seetion1607-71:1
. shall-be-applied.

2. InGroupI-3,F, Hand S occupancies, for areas that
are not accessible to the general public and that
have an occupant load less than 50, the minimum
load shall be 20 pounds per foot (0.29 kN/m).

1607.7.1.1 Concentrated load. Handrail assemblies
and guards shall be able to resist a single concentrated
load of 200 pounds (0.89 kN), applied in any direction at
any point along the top, and have attachment devices and
supporting structure to transfer this loading to appropri-
ate structural elements of the building. This load need not
be assumed to act concurrently with the loads specified
in the preceding paragraph.

1607.7.1.2 Components. Intermediate rails (all those
except the handrail), balusters and panel fillers shall be
designed to withstand a horizontally applied normal load
of 50 pounds (0.22 kN) on an area equal to 1 square foot
(0.093m?), including openings and space between rails.
Reactions due to this loading are not required to be
superimposed with those of Section 1607.7.1 or
1607.7.1.1.

1607.7.1.3 Stress increase. Where handrails and guards
are designed in accordance with the provisions for allow-
able stress design (working stress design) exclusively for
the loads specified in Section 1607.7.1, the allowable
stress for the members and their attachments are permit-
ted to be increased by one- -third.

1607.6.1 Truck and bus garage live load apphcatlon The
concentrated load and uniform load shall be uniformly dis-
tributed over a 10-foot (3048 mm) width on a line normal to
the centerline of the lane placed within a 12-foot-wide
(3658 mm) lane. The loads shall be placed within their indi-
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1607.7.2 Grab bars, shower seats and dressing room
bench seats. Grab bars, shower seats and dressing room
bench seat systems shall be designed to resist a single con-
centrated load of 250 pounds (1.11 kN) apphed in any direc-
tion at any point.-
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TABLE 1607.1
MINIMUM UNIFORMLY DISTRIBUTED LIVE LOADS AND MINIMUM CONCENTRATED LIVE LOADS?
UNIFORM ! CONCENTRATED UNIFORM |CONCENTRATED
OCCUPANCY OR USE {psf) (Ibs.) OCCUPANCY OR USE {psf) (lbs.)
1. Apartments (see residential) — — 23. Libraries
Corridors above first floor 80 1,000
2. Access floor systems Reading rooms 60 1,000
Office use 50 2,000 Stack rooms 150° 1,000
Computer use 100 2,000 |
24, Manufacturing
3. Armories and drill rooms 150 — Heavy 250 3,000
Light 125 2,000
4. Assembly areas and theaters
Fixed seats (fastened to floor) 60 25. Marquees 75 _
Follow spot, projections and control % 26. Office buildings
Lobbies 100 o Corridors above first floor 80 2,000
M z:bfe ats 100 File and computer rooms shall be
St;)ve a Ze latforms 125 designed for heavier loads based — —
£¢5 and platio on anticipated occupancy
5. Balconies 100 Lobbies and first-floor comridors 100 2,000
On one- and two-family residences only, 60 — Offices 0 2,000
and not exceeding 100 sq ft 27. Penal institutions
Cell blocks 40 —
6. Bowling alleys 75 — Corridors 100
7. Catwalks 40 300 28. Residential
One- and two-family dwellings )
8. Dance halls and ballrooms 100 — Uninhabitable attics without storage’ 10
Uninhabitable attics with limited 20
9. Decks Same as storage ¥
occupancy — Habitable attics and sleeping areas 30
served All other areas except balconies and 40 —
decks
10. Dining rooms and restaurants 100 — Hotels and multiple-family dwellings
Private rooms and corridors 40
11. Dwellings (see residential) — — serving them
Public rooms and corridors|
12. Cornices 60 — serving them 100
13. Corridors, except as otherwise indicated 100 — 29. Reviewing stands, grandstands and Not
bleachers otec
14. Elevator machine room grating . 300
(on area of 4 in%) 30. Roofs
Allroof surfaces subject to maintenance 300
15. Finish light floor plate construction — workers
(on area of 1in’) _ 200 Awnings and canopies
Fabric construction supported by a 5
16. Fire escapes 100 lightweight rigid skeleton structure | nonreduceable
On single-family dwellings onl — All other construction 20
T Smgle Y & Y 40 Ordinary flat, pitched, and curved roofs 20
17. Garages (passenger vehicles only) 40 Note a Primary roof mombers, exposed fo 2
ucks and b See Section 1607.6 work floor
Trucks and buses ee section : Single panel point of lower chord of
. f to int al
18. 1?lramll.lst:ands (see stadium and arena _ o ;?m a.ryszet::rsug;uar-:\?, 111)1 Zﬁb " rcs)ng
cachers) supporting roofs:
. . Over manufacturing, storage
19. bGasimngsmms, main floors and 100 — warehouses, and repair garages 2,000
conies All other occupancies 300
- . Roofss used for other special purposes Note 1 Note 1
20. Handrails, guards and grab bars See Section 1607.7 Roofs used for promenade purposes €0
. Roofs used for roof gardens or 100
21. Hospitals
Corridors above first floor 80 1,000 assembly purposes
Operating rooms, laboratories 60 1,000
———Patient rooms """ - ——-——1—40 —j- ~-1,000 — — -
22. Hotels (see residential) — —
(continued)

2006 INTERNATIONAL BUILDING CODE®

285



STRUCTURAL DESIGN

TABLE 1607.1—continued
MINIMUM UNIFORMLY DISTRIBUTED LIVE LOADS AND
MINIMUM CONCENTRATED LIVE LOADS®

UNIFORM |CONCENTRATED
OCCUPANCY OR USE (psf) (ibs)
31. Schools .
Classrooms 40 1,000
Corridors above first floor 80 1,000
First-floor corridors 100 1,000
32. Scuttles, skylight ribs and accessible o 200
ceilings -
33. Sl(‘.le\’\li.l]k§. vehlgula}' driveways and 2504 8.000°
yards, subject to trucking
34, Skating rinks 100 —
35, Stadiums and arenas
Bleachers 100¢ —
Fixed seats (fastened to floor) 60¢
36. Stairs and exits ' Note f
One- and two-family dwellings 40
All other 100
37. Storage warehouses (shall be designed
for heavier loads if required for antici-
pated storage)
Heavy : 250
Light 125
38. Stores
Retail
First floor 100 1,000
Upper floors 75 1.000
Wholesale, all floors 125 1.000
39. Vehicle barriers See Section 1607.7.3
40. Walkways and elevated platforms (other .
: 60 —
than exitways)
41, Yards and terraces, pedestrians 100 —_

For SI:  1inch = 25.4 mm, | square inch = 645.16 mn?,
1 square foot = 0.0929 m",
1 pound per square foot = 0.0479 kN/m?, I pound = 0.004448 kN,
1 pound per cuibic foot = 16 kg/m*

a. Floors in garages or portions of buildings used for the storage of motor vehi-
cles shall be designed for the uniformly distributed live loads of Table
1607.1 or the following concentrated loads: (1) for garages restricted to
vehicles accommodating not more than nine passengers, 3,000 pounds act-
ing on an area of 4.5 inches by 4.5 inches; (2) for mechanical parking struc-
tures without slab or deck which are used for storing passenger vehicles

_ only, 2,250 pounds per wheel.

b. The loading applies to stack room floors that support nonmobile, dou-
ble-faced library bookstacks, subject to the following limitations:

1. The nominal bookstack unit height shail not exceed 90 inches;

2. The nominal shelf depth shall notexceed 12 inches for each face; and

3. Parallel rows of double-faced bookstacks shall be separated by aisles
__not less than_36 inches wide,

S&Tﬂd acéfrm (xﬂn@/nd aresd

e&by&rtﬁ-buﬂdﬂp{;m-gmat@l—s«ﬂewdmgﬁdLtmm?eéby—the-hmldmg
L)%ﬁscc—Secmé%) For special-purpose roofs. see Section
1607.11.2.2.

h. See Section 1604.8.3 for decks attached to exterior walls.

i. Attics without storage are those where the maximum clear height between
the joist and rafter is less than 42 inches, or where there are not two or more
adjacent trusses with the same web configuration capable of containing a
rectangle 42 inches high by 2 feet wide, or greater, located within the plave
of the truss. For attics without storage, this ]1ve load need not be assumed to
act concurrently with any other live load requirements.

j. For attics with limited storage and constracted with trusses, this live Joad
need only be applied to those portions of the bottom chord where there are
two or more adjacent trusses with the same web configuration capable of
containing a rectangle 42 inches high by 2 feet wide or greater, located
within the plarie of the truss. The rectangle shali fit between the top of the
bottom chord and the bottom of any other truss member, provided that each
of the following criteria is met:

i. The attic area is accessible by a pull-down stairway or framed opening
in accordance with Section 1209.2, and

ii. The truss shall have a bottom chord pitch less than 2:12.

jit. Bottom chords of trusses shall be designed for the greater of actual im-
posed dead load or 10 psf, uniformly distributed over the entire span.

k. Attic spaces served by a fixed stair shall be designed to support the minimum
live load specified for habitable attics and sleeping rooms.

1. Roofs used for other special purposes shall be designed for appropriate Joads
as approved by the building official.

1607.7.3 Vehicle barriers. Vehicle barrier systems for pas-
senger cars shall be designed to resist a single load of 6,000
pounds (26.70 kN) applied horizontally in any direction to
the barrier systemn and shall have anchorage or attachment
capable of transmitting this load to the structure. For design
of the system, the Joad shall be assumed to act at a minimum
height of 1 foot, 6 inches (457 mm) above the floor or ramp
surface on an area not to exceed 1 square foot (305 mm?),
and is not required to be assumed to act concurrently with
any handraolil or guard loadings specified in the preceding
paragraphs of Section 1607.7.1. Garages accommodating
trucks and buses shall be designed in accordance with an
approved method that contains provision for traffic railings.

1607.8 Impact loads. The live loads specified in Section
1607.3 include allowance for impact conditions. Provisions
shall be made in the structural design for uses and loads that
involve unusual vibration and impact forces.

1607.8.1 Elevators. Elevator loads shall be increased by
100 percent for impact and the structural supports shall be
designed within the limits of deflection prescribed by
ASME Al17.1.

1607.8.2 Machinery. For the purpose of design, the weight
of machinery and moving loads shall be increased as fol-
lows to allow for impact: (1) elevator machinery, 100 per-
cent; (2) light machinery, shaft- or motor-driven, 20 percent:
(3) reciprocating machinery or power-driven units, 50 per-
cent; (4) hangers for floors or balconies, 33 percent. Per-

c. Desﬂgn in accordance with the ICC Standard on Bleachers, Folding and
Telescopic Seating and Grandstands.

d. Other uniform loads in accordance with an approved method which contains
provisions for truck Joadings shall also be considered where appropriate.

e. The concentrated wheel load shall be applied on an area of 20 square inches.

f. Minimum concentrated load on stair-treads (on area of 4 square inches) is
300 pounds.
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centages shall be  increased where specified by the
manufacturer.

1607.9 Reduction in live loads. Except for roof uniform live
loads, all other minimum uniformly distributed live loads, L,
in Table 1607.1 are permitted to be reduced in accordance with
Section 1607.9.1 or 1607.9.2.
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1607.9.1 General. Subject to the limitations of Sections
1607.9.1.1 through 1607.9.1.4, members for which a value
of K, ;A,1s 400 square feet (37.16 m?) or more are permitted
to be designed for a reduced live load in accordance with the
following equation:

L=1L, (0.25 + ———i—] (Equation 16-24)

JK L A

ForSI: L = L, 025 +ﬂ——
K Ar
where:
L = Reduced design live load per square foot (meter) of
area supported by the member.

L, = Unreduced design live load per square foot (meter)
of area supported by the member (see Table 1607.1).

K;;= Live load element factor (see Table 1607.9.1).
A; = Trbutary area, in square feet (square meters). L shall
not be less than 0.50L, for members supporting one

floor and L shall not be less than 0.40L, for members
supporting two or more floors.

] TABLE 1607.9.1
LIVE LOAD ELEMENT FACTOR, K|,

ELEMENT K,

Interior columns
Exterior columns without cantilever slabs

Edge columns with cantilever slabs

Comer columns with cantilever slabs
Edge beams without cantilever slabs
Interior beams

All other members not identified above including:
Edge beams with cantilever slabs
Cantilever beams
Two-way slabs
Members without provisions for continuous shear
transfer normal to their span

1607.9.1.1 Heavy live loads. Live loads that exceed 100
psf (4.79 kN/m?) shall not be reduced.

Exceptions:

1. The live loads for members supporting two or
more floors are permitted to be reduced by a
maximum of 20 percent, but the live load shall
not be less than L as calculated in Section
1607.9.1.

2. For uses other than storage, where approved,
additional live load reductions shall be permit-

ted—where-shown-by- the-registered-design

STRUCTURAL DESIGN

1607.9.1.2 Passenger vehicle garages. The live loads
shall not be reduced in passenger vehicle garages except
the live loads for members supporting two or more floors
are permitted to be reduced by a maximum of 20 percent,
but the live load shall not be less than L as calculated in
Section 1607.9.1.

1607.9.1.3 Special occupancies. Live loads of 100 psf
(4.79 kN/m?) or less shall not be reduced in public
assembly occupancies.

1607.9.1.4 Special structural elements. Live loads
shall not be reduced for one-way slabs except as permit-
ted in Section 1607.9.1.1. Live loads of 100 psf (4.79
kN/m?) or less shall not be reduced for roof members
except as specified in Section 1607.11.2.

1607.9.2 Alternate floor live load reduction. As an alter-
native to Section 1607.9.1, floor live loads are permitted to
be reduced in accordance with the following provisions.
Such reductions shall apply to slab systems, beams, girders,
columns, piers, walls and foundations.

1. A reduction shall not be permitted in Group A occu-
pancies.

2. A reduction shall not be permitted where the live load
exceeds 100 psf (4.79 kIN/m?) except that the design
live load for members supporting two or more floors
is permitted to be reduced by 20 percent.

3. A reduction shall not be permitted in passenger vehi-
cle parking garages except that the live loads for
members supporting two or more floors are permitted
to be reduced by a maximum of 20 percent.

4. Forlive loads not exceeding 100 psf (4.79 kN/m?), the
design live load for any structural member supporting
150 square feet (13.94 m?) or more is permitted to be
reduced in accordance with the following equation:

R=0.08(A-150) (Equation 16-25)
For SI: R=0.861 (A -13.94)
Such reduction shall not exceed the smallest of:

1. 40 percent for horizontal members;

2. 60 percent for vertical members; or

3. R as determined by the following equation.

R=231(1+D/L,) (Equation 16-26)
where:
A = Area of floor supported by the member, square
feet (m2).
D = Dead load per square foot (m?) of area sup-
ported.
L, = Unreduced live load per square foot (m?) of area

professional that a rational approach has been
used and that such reductions are warranted.
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supported.
R = Reduction in percent.
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1607.10 Distribution of floor loads. Where uniform floor live
loads are involved in the design of structural members arranged
$0 as to create continuity, the minimum applied loads shall be
the full dead loads on all spans in combination with the floor
live loads on spans selected to produce the greatest effect at
each location under consideration. It shall be permitted to
reduce floor live loads in accordance with Section 1607.9.

1607.11 Roof loads. The structural supports of roofs and mar-
quees shall be designed to resist wind and, where applicable,
snow and earthquake loads, in addition to the dead load of con-
struction and the appropriate live loads as prescribed in this
section, or as set forth in Table 1607.1. The live loads acting on
a sloping surface shall be assumed to act vertically on the hori-
zontal projection of that surface.

1607.11.1 Distribution of roof Joads. Where uniform roof
live loads are reduced to less than 20 psf (0.96 kN/m?) in
accordance with Section 1607.11.2.1 and are involved in the
design of structural members arranged so as to create conti-
nuity, the minimum applied loads shall be the full dead loads
on all spans in combination with the roof live loads on adja-
cent spans or on alternate spans, whichever produces the
greatest effect. See Section 1607.11.2 for minimum roof
live loads and Section 7.5 of ASCE 7 for partial snow load-
ng.

1607.11.2 Reduction in roof live loads. The minimum uni-
formly distributed roof live loads, L,, in Table 1607.1 are per-
mitted to be reduced according to the following provisions.

1607.11.2.1 Flat, pitched and curved roofs. Ordinary
flat, pitched and curved roofs are permitted to be
designed for a reduced roof live load as specified in the
following equation or other controlling combinations of
loads in Section 1605, whichever produces the greater
load. In structures where special scaffolding is used as a
work surface for workers and materials during mainte-
nance and repair operations, a lower roof load than speci-
fied in the following equation shall not be used unless
approved by the building official. Greenhouses shall be
designed for a minimum roof live load of 12 psf (0.58
kN/m?).

L=L,R;R,

where: 12 <L, <20
For SI: L,=L,R;R,
where: 0.58 £ L, <0.96
L

r

(Equation 16-27)

= Reduced live load per square foot (m?) of horizon-
tal projection in pounds per square foot (kN/m?).

The reduction factors R; and R, shall be determined as
follows:

~—— Ry =1 forA;< 200 square feet———~— -
(18.58 m?) (Equation 16-28)

R, = 1.2 — 0.0014, for 200 square

feet < A, <600 square feet {Equation 16-29)

For SI: 1.2 —0.011A, for 18.58 square meters <A,< 55.74
square meters
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R, =0.6 for A, > 600 square feet

(55.74 m?) (Equation 16-30)
where:

A, = Tributary area (span length multiplied by effective
width) in square feet (m?) supported by any struc-
tural member, and

R,=1forF<4 (Equation 16-31)

(Equation 16-32)

(Equation 16-33)

R,=1.2-0.05Ffor4<F<I12
R,=0.6forF>12

where:

F = For a sloped roof, the number of inches of rise per
foot (for SI: F=0.12 x slope, with slope expressed
as a percentage), or for an arch or dome, the
rise-to-span ratio multiplied by 32.

1607.11.2.2 Special-purpose roofs. Roofs used for
promenade purposes, roof gardens, assembly purposes
or other special purposes shall be designed for a mini-
mum live load as required in Table 1607.1. Such roof live
loads are permitted to be reduced in accordance with
1607.9.

1607.11.2.3 Landscaped roofs. Where roofs are to be
landscaped, the uniform design live load in the land-
scaped area shall be 20 psf (0.958 kN/m?). The weight of
the landscaping materials shall be considered as dead
load and shall be computed on the basis of saturation of
the soil.

1607.11.2.4 Awnings and canopies. Awnings and cano-
pies shall be designed for uniform live loads as required
in Table 1607.1 as well as for snow loads and wind loads
as specified in Sections 1608 and 1609.

1607.12 Crane loads. The crane live load shall be the rated
capacity of the crane. Design loads for the runway beams,
including connections and support brackets, of moving bridge
cranes and monorail cranes shall include the maximum wheel
loads of the ¢rane and the vertical impact, lateral and longitudi-
nal forces induced by the moving crane.

1607.12.1 Maximum wheel load. The maximum wheel
Ioads shall be the wheel loads produced by the weight of the
bridge, as applicable, plus the sum of the rated capacity and
the weight of the trolley with the trolley positioned on its
runway at the location where the resulting load effect is
maximuin.

1607.12.2 Vertical impact force. The maximum wheel
loads of the crane shall be increased by the percentages
shown below to determine the induced vertical impact or
vibration force:

‘Monorail cranes (powered) - - - - - - - 25 percent

Cab-operated or remotely operated
bridge cranes (powered) - - - - < - - - - - 25 percent

Pendant-operated bridge cranes (powered) - 10 percent

Bridge cranes or monorail cranes with
hand-geared bridge, trolley and hoist - - - - - 0 percent
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1607.12.3 Lateral force. The lateral force on crane runway
beams with electrically powered trolleys shall be calculated
as 20 percent of the sum of the rated capacity of the crane
and the weight of the hoist and trolley. The lateral force shall
be assumed to act horizontally at the traction surface of a
runway bean, in either direction perpendicular to the beam,
and shall be distributed according to the lateral stiffness of
the runway beam and supporting structure.

1607.12.4 Longitudinal force. The longitudinal force on
crane runway beams, except for bridge cranes with
hand-geared bridges, shall be calculated as 10 percent of the
maximum wheel Joads of the crane. The longitudinal force
shall be assumed to act horizontally at the traction surface of
a runway beam, in either direction parallel to the beam.

1607.13 Interior walls and partitions. Interior walls and par-
titions that exceed 6 feet (1829 mm) in height, including their
finish materials, shall have adequate strength to resist the loads
to which they are subjected but not less than a honzonml load of
5 psf (0.240 kN/m?).

Exceptlon Fabric partitions complying with Section
1607.13.1 shall not be required to resist the minimwm hori-
zontal load of 5 psf (0.24 kN/m?).

1607.13.1 Fabric partitions. Fabric partitions thatexceed 6
feet (1829 mm) in height, including their finish materials,
shall have adequate strength to resist the following load con-
ditions:

1. A horizontal distributed load of 5 pst (0.24 kKN/m?)
applied to the partition framing. The total area used to
determine the distributed load shall be the area of the
fabric face between the framing members to which
the fabric is attached. The total distributed load shall
be uniformly applied to such framing members in
proportion to the length of each member.

STRUCTURAL DESIGN

2. A concentrated load of 40 pounds (0.176 kN) applied
to an 8-inch diameter (203 mm) area [50.3 square
inches (32 452 mm?)] of the fabric face at a height of
54 inches (1372 mm) above the floor.

SECTION 1608
SNOW LOADS

1608.1 General. Design snow loads shall be determined in -

accordance with Chapter 7 of ASCE 7, but the design roof load
shall not be less than that determined by Section 1607.

1608.2 Ground snow loads. The ground-snowltoadsto-betsed
in-determining the-design-snow-leads-forreofs-shall-be-deter-
mined-in-accordance-with-ASCE-For Figure-1608:2-for-the
contignous—United—-States—and—Table--1608.2-for-Alaska.
Site-specific-ease-studies-shall-be-made. in_areas-designated
“CS5™>rFigure-1608:2:-Ground.snow-loads-for sites-at-eleva-
tions-abeve-the-limits-indicated-in-Figure 1608-2-and-for-all
sites-within-the-CS-areas-shall-be-approved-Ground-snow-load
determination-forsuch-sitesshall-be based on-an-extreme-value
statistical-analysis-of-data-available-in-the-vieinity-of the-site
using a-valae—with—a—2-percent-aunual-probability_of being
_exceeded»éeateapme«aﬂ-weﬂﬂeﬂeeu'mterval) ~Snow-loads-are
zero-for Hawailrexeeptinmeuntainousregions.as.approved-by
the-building-offretal.

wnct pew Table, ](,,(fg a

-

SECTION 1609
WIND LOADS

1609.1 Applications. Buildings, structures and parts thereof
shall be designed to withstand the minimum wind loads pre-
scribed herein. Decreases in wind loads shall not be made for
the effect of shielding by other structures.

'1608.2

TA
. GROUND SNOW LQABS/,B;‘:E, FOR ALASKAN LOCATIONS

m SQUARE FooT ™ \)\/oc/mor> \;SUUANF?ESF?S‘T LOCATION SQUABEFOOT
Adak 30 ena \6\0 Petersburg 150
nehorage %\ Gulkana 70 Nl\.PaW 40
Angoon k. }Q/\ Homer \40\ /S‘m’d\ 50
T~patfow g \"25\\ M ﬁﬂ)ﬁ Shemya 25

Barter Ism<\ 35 T ... Kenai >/ 70 \W \5)\

\\«411161 40

KW TS30 Talkeetna 120

Big De]?a\ s « Kotzebue - . 60 Unalakleet \50\

Cold Bay o McGragh_ 0. Valder 160
Cordova 100 ~~ Nenana " 80 T~ Whittier 300

Fairbanks™ 60 Nome ™~ 70 Wrangell_ T~

|_—Fort Yukon 60 Palmer g vkt S~ 150

1 pound per square foot = 0.0479 kN/m™.
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See Todinino amerdmedt
1609 1. 1 Deterlmnatlon of wmd loads Vvﬁdﬂvads—-eﬂ nents—and-claddingJoads—determined in—acees-
>~shall-be-deternmmed-fraee danee-with the-provisions-of ASECE-7+Attachment. §
in-aecordanee-with-Fable-16

09-+2is-permittedfor
bu;ldmgs—wﬁh—a-meaﬁ-see#hetght—eﬁgg—feee{&@

categomfa;&s%pe;m&eﬁvbc*debem&ed&n—ac@er—

dance-with-Section-1609-or ASCE-F-Wind shat-be-assumed 13@fﬁph{§?.—2—fﬁ#€9.
tocome-from any. horizontal-direction-and-wind-pressures % Glazing ia-0 e
shall be-assumed-to-actnormal-to-the-surface-considered. ’ nE- cupaney” = Hegory Fbuildings—as
- Exeeptions:
1-Subi he B £ Seetion—3609-1.11, { 0 _:;_ h-bastswithe
th@rmaem%%eﬁﬁﬁﬁm%@emt- be-permitted-to-be-unprotected.
ted-fer-applicable-Group-R-2-and-R-3-buildings. ingd
2. Subject-to-the-limitations-of-Section1609-1-1.1, ings-located-over 60 feet-(18-288-mm) above-th
sesidential-struetures-using-the-provisions-of-the ground and-over 30-feet{9+44-mm)-aboue-aggre-
. . m).of the building-shell-be-permitted-to-beunpro-
3.-Designs-using- NAAMM-EP-1001. {eetedf
4.-Designs-using-TIA/BEIA=222-for-antenna-support- 1609.1.2.1 o -
ing-structures-and-antennas. ! ] i i ! eﬁpe& thatate
reqm;em@nts-efaan-appm%dﬂmpaet‘fes‘tsﬁﬂg—s&ﬁdard
- C-2 in-Seetion1609.4—Fhe-provisiensof or-the L-arge Missile Test-ofASTM E-1996.
SBECESSTD-10.-and the AF&PA-WFCM shall-notapply TABLE 160912
to-buildings sited-on-the-upper half-of an-isclated-hill, IND-BORNE DEBRIS PROTECTION FASTENING
Hdg&@rwesggpméﬂt—fﬁeefmg_ﬂie‘fﬁﬂﬁwmg_mdmgﬂs. SCHEDULE FOR WOOD STRUCTURAL PANELS®**<
1.-The-hill,-ridge-or-escarpment-is-60-feet-(18-288 FASTENER SPACING (in9rés)
10m)-OF mghe{&ﬂeeﬁm%m%et FASTENE Panel Span | 4 feet < Pang/ /6 feet < Panel
(9144-mm)-or-higherif located-in-Exposure-C; TYPE < 4feet Span <6 f;éty Span < 8 feet
2-Themaximum average slope-ofthe-hillexeeeds H) No. 6 screws \ 16 }/ 9
percent;-and No. 8 screws 16 / 16 12
For SI: 1 inch =25.4 mm, 1 foots 304, mm, 1 pound =4.4 N,
1 mile per hour = 0.44 m/s.
=
]

) A _. . ( ucco, ey shall be
-}~Glazed-openings-loeated-within-36-feet-(9144-mm)-of thdrawal
erade-shall-meet-the-requiremenis-of-the-Large-Mis-
stle-Test-of-ASTM-E-1996. 1609.2 Definitions. The following words and terms shall, for
2--Glazed-openings-located-more-than-30 feet-(9144 the purposes of Section 1609, have the meanings shown herein. -

mm)-above-grade-shall-mectthe-provisions-ef-the ~ HURRICANE-PRONE REGIONS. Areas vulnerable to
Smal-Mhssile Fest of ASTM-E 1996,

hurricanes defined as:

1. The U. S. Atlantic Ocean and Gulf of Mexico coasts
where the basic wind speed is greater than 90 mph (40
- m/syand

2 Hawaii, Puerto R.lCO Guam V1rg1n Islands and Amen—
can Samoa.

WIND-BORNE DEBRIS REGION. Portions of hurri- N
cane-prone regions that are within 1 mile (1.61 km) of the
coastal mean high water line where the basic wind speed is 110
mph (48 m/s) or greater; or portions of hurricane-prone regions
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where the basic wind speed is 120 mph (53 m/s) or greater; or
Hawaii.

1609.3 Basic wind speed. The basic wind speed, in mph, for
the determination of the wind loads shall be determined by Fig-
ure 1609. Basic wind speed for the special wind regions indi-
cated, near mountainous terrain and near gorges shall be in
accordance with local jurisdiction requirements. Basic wind
speeds determined by the local jurisdiction shall be in accor-
dance with Section 6.5.4 of ASCE 7.

In nonhurricane-prone regions, when the basic wind speed is
estimated from regional climatic data, the basic wind speed
shall be not less than the wind speed associated with an annual
probability of 0.02 (50-year mean recurrence interval), and the
estimate shall be adjusted for equivalence to a 3-second gust
wind speed at 33 feet (10 m) above ground in Exposure Cate-
gory C. The data analysis shall be performed in accordance
with Section 6.5.4.2 of ASCE 7.

1609.3.1 Wind speed conversion. When required, the
3-second gust basic wind speeds of Figure 1609 shall be
converted to fastest-mile wind speeds, V,,, using Table
1609.3.1 or Equation 16-34.

(V5 —10.5)

v,
" 0s

(Equation 16-34)

where:
V35 = 3-second gust basic wind speed from Figure 1609.

1609.4 Exposure category. For each wind direction consid-
ered, an exposure category that adequately reflects the charac-
teristics of ground surface irregularities shall be determined for
the site at which the building or structure is to be constructed.
Account shall be taken of variations in ground surface rough-
ness that arise from natural topography and vegetation as well
as from constructed features.

1609.4.1 Wind directions and sectors. For each selected
wind direction at which the wind loads are to be evaluated,
the exposure of the building or structure shall be determined
for the two upwind sectors extending 45 degrees (0.79 rad)
either side of the selected wind direction. The exposures in
these two sectors shall be determined in accordance with
Sections 1609.4.2 and 1609.4.3 and the exposure resulting
in the highest wind loads shall be used to represent winds
from that direction.

STRUCTURAL DESIGN

1609.4.2 Surface roughness categories. A ground surface
roughness within each 45-degree (0.79 rad) sector shall be
determined for a distance upwind of the site as defined in
Section 1609.4.3 from the categories defined below, for the
purpose of assigning an exposure category as defined in
Section 1609.4.3.

Surface Roughness B. Urban and suburban areas,
wooded areas or other terrain with numerous closely
spaced obstructions having the size of single-family
dwellings or larger.

Surface Roughness C. Open terrain with scattered
obstructions having heights generally less than 30 feet
(9144 mm). This category includes flat open country,
grasslands, and all water surfaces in hurricane-prone
regions.

Surface Roughness D. Flat, unobstructed areas and
water surfaces outside hurricane-prone regions. This cat-
egory includes smooth mud flats, salt flats and unbroken
ice.

1609.4.3 Exposure categories. An exposure category shall
be determined in accordance with the following:

Exposure B. Exposure B shall apply where the ground
surface roughness condition, as defined by Surface
Roughness B, prevails in the upwind direction for a dis-
tance of at least 2,600 feet (792 m) or 20 times the height
of the building, whichever is greater.

Exception: For buildings whose mean roof height is
less than or equal to 30 feet (9144 mm), the upwind dis-
tance is permitted to be reduced to 1,500 feet (457 m).

Exposure C. Exposure C shall apply for all cases where
Exposures B or D do not apply.

Exposure D. Exposure D shall apply where the ground
surface roughness, as defined by Surface Roughness D,
prevails in the upwind direction for a distance of at least
5,000 feet (1524 m) or 20 times the height of the build-
ing, whichever is greater. Exposure D shall extend inland
from the shoreline for a distance of 600 feet (183 m) or 20
times the height of the building, whichever is greater.

1609.5 Roof systems.

1609.5.1 Roof deck. The roof deck shall be designed to
withstand the wind pressures determined in accordance
with ASCE 7.

TABLE 1609.3.1
EQUIVALENT BASIC WIND SPEEDS2¢

Vs 85 90 100 105 110 120 125 130 140 145 150 160 170
Moo= T e 76 85| 90 95| 1044109 |- —114 - | . 1231128 . 133 - 142 {152
For SI: 1 mile per hour = 0.44 m/s.

a. Linear interpolation is permitted.
b. Vi, is the 3-second gust wind speed (mph).
c. Vj, is the fastest mile wind speed (mph).
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/ '130(533; e

523 F : i E
-17 130(58) | | | i

FIGURE 1609
BASIC WIND SPEED (3-SECOND GUST)
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Y . 90(40)
ot - 100(45)
4] : 110(49)
NS iuj > 120(54)
!; — - Jarnd
N .,
axa!
e e SO Ot 2
- T | T
4 qu_ £t 130(58)
e “440(63)
s
._i_ i
2 130(58)
LK 75 SR 140{63} | 140(63)
1-_1.:».‘ . 143(63} 150(57) )
_ 150{67)
o pecial Wind Reglon’
90(40) |
atiot ph  {(mifs)
110{49} 120(54) Hawaii 105 {473')
Puerto Rico T 145 (65)
Guam 170 (76)
Virgin Islands 145 (65}
American Samoa 125 {56)
Notes:

1. Values are nominal design 3-second gust wind speeds in miles per hour {m/s}
at 33 ft (16 m) above ground for Exposure C category.
2, Linear interpolation between wind contours is permitted:

~ éontour of the coastal area..

3 islands and coastal areas ouytside the last contour shall use the last wind speed

4. Mountainous terrain, gorges, o¢ean promontories, and speciaf wind regions

7T I

shall be examined for unusual wind cenditions,.

FIGURE 1609—continued

BASIC WIND SPEED (3-SECOND GUST)
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T

Special Wind Region '\

R {":”gﬁ/'

140(63)  {50(67)

Noftes: o v
4, Valuies are nominal design 3-second gust wind

] .'/ speeds in miles per hour (mis) at 33 # (10 m)
i m ¥ above ground for Exposure G category.
i‘ 2, Linear Interpolation between wind confours is|
/BT permitted. _
90(40} i \ 3. Islands and coastal aress outside the fast
_ contour shalf use the Tast wind speed contour
190{45 1 gonren of the coastal area.
043 130(8) 4, Mountalnous lerrain, gorges, ocean
140{49) 120{54)} promontoriss, and special wind regions shall
‘ e examined for unusuat wind conditions.
FIGURE 1609—continued ‘

BASIC WIND SPEED (3-SECOND GUST)
WESTERN GULF OF MEXICO HURRICANE COASTLINE
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X AL ' |
. ! 'f dﬁ}‘%‘# 'jyt - Special Wind Region ‘
_ RSN - PR SV e 7 0
wm AR
L f . S N Notes:
, ﬂ . w."r@ ‘;, 55’ 4. Values are norinal design 3-second gust wind
100(45) BT 13 by speeds i miles per hour (mds) at 33 B (16 m)
_ L L“!—iﬁm 1? L _above ground for Exposure C sategory.
110(48) " ,-_P-» ‘ﬂllﬁg‘; ‘ 2. Linear interpolation between wind contours is
-., w petreitted, ‘
120(54) ~ 71 N DBz Q‘ SN 3. Istands and coastal areas oufside the last
130{58) /.~ 15067} ' ™ 130(58) wontour shall use the last wind speed contour

promontories, and special wind regions shall

\ : . be examined for unusual wind coaditions.
AT RN 150{67;

)
RSy
4

B
\\¢ of the coastal ares.
A \\K 140(83) 4, Mountainous terrain, gorges, ocean
g .

FIGURE 1609—continued
BASIC WIND SPEED (3-SECOND GUST)
EASTERN GULF OF MEXICO AND SOUTHEASTERN U.S. HURRICANE COASTLINE
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r‘g '. 110{49}

G A E 2 i00s0)

g0(40)

NSy
X o)
i

. $pecial Wind Region

Notes:

. 1.Values are nominal design 3-second gust wind

speeds in miles per hour (s} at 33 H {10 m)
abuve ground for Exposure C category.

2. Linear Interpolation between wind contours is
permitted.

3. Islands and couastat areas outside the last
contour shail use the fast wind speed contour
of the coastal area.

4. Mountainous terrain, gorges, ocean
promontories, and special wind regions shall
be examined for unusual wind conditions.

FIGURE 1609—continued
BASIC WIND SPEED (3-SECOND GUST)
MID AND NORTHERN ATLANTIC HURRICANE COASTLINE
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1609.5.2 Roof coverings. Roof coverings shall comply
with Section 1609.5.1.

Exception: Rigid tile roof coverings that are air perme-
able and installed over a roof deck complying with Sec-
tion 1609.5.1 are permitted to be designed in accordance
“with Section 1609.5.3.

Asphalt shingles installed over a roof deck complying
with Section 1609.5.1 shall be tested to determine the resis-
tance of the sealant to uplift forces using ASTM D 6381.

Asphalt shingles installed over a roof deck complying
with Section 1609.5.1 are permitted to be designed using
UL 2390 to determine appropriate uplift and force coeffi-
cients applied to the shingle.

1609.5.3 Rigid tile. Wind loads on rigid tile roof coverings
shall be determined in accordance with the following equation:

M,=g,CbLL[1.0-GC)] (Equation 16-35)

g,C,bLL,[10-GC ]

For SI: M, =
1,000
where:
b = Exposed width, feet (mm) of the roof tile.

C, = Liftcoefficient. The lift coefficient for concrete and
clay tile shall be 0.2 or shall be determined by testin
accordance with Section 1715.2.

GC,= Roof pressure coefficient for each applicable roof
zone determined from Chapter 6 of ASCE 7. Roof
coefficients shall not be adjusted for internal pres-

sure.
L = Length, feet (mm) of the roof tile.
L, = Momentarm, feet (mm) from the axis of rotation to

the point of uplift on the roof tile. The point of uplift
shall be taken at 0.76L from the head of the tile and
the middle of the exposed width. For roof tiles with
nails or screws (with or without a tail clip), the axis
of rotation shall be taken as the head of the tile for
direct deck application or as the top edge of the bat-
ten for battened applications. For roof tiles fastened
only by anail or screw along the side of the tile, the
axis of rotation shall be determined by testing. For
roof tiles installed with battens and fastened only by
a clip near the tail of the tile, the moment arm shall
be determined about the top edge of the batten with
consideration given for the point of rotation of the
tiles based on straight bond or broken bond and the
tile profile.

M, = Aerodynamic uplift moment, feet-pounds (N-mm)
acting to raise the tail of the tile.

g, = Wind velocity pressure, psf (kN/m?) determined

from Section 6.5.10 of ASCE 7.
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Concrete and clay roof tiles complying with the follow-
ing limitations shall be designed to withstand the aerody-
namic uplift moment as determined by this section.

1. The roof tiles shall be either loose laid on battens,
mechanically fastened, mortar set or adhesive set.

2. The roof tiles shall be installed on solid sheathing
which has been designed as components and clad-
ding.

3. An underlayment shall be installed in accordance
with Chapter 15.

4. The tile shall be single lapped interlocking with a
minimum head lap of not less than 2 inches (51
mm).

5. The length of the tile shall be between 1.0 and 1.75
feet (305 mm and 533 mm).

6. The exposed width of the tile shall be between 0.67
and 1.25 feet (204 mm and 381 mm).

7. The maximum thickness of the tail of the tile shall not
exceed 1.3 inches (33 mm).

8. Roof tiles using mortar set or adhesive set systems
shall have at least two-thirds of the tile’s area free of
mortar or adhesive contact.

SECTION 1610
SOIL LATERAL LOADS

1610.1 General. Basement, foundation and retaining walls
shall be designed to resist lateral soil loads. Soil loads specified
in Table 1610.1 shall be used as the minimum design lateral soil
loads unless specified otherwise in a soil investigation report
approved by the building official. Basement walls and other
walls in which horizontal movement is restricted at the top shall
be designed for at-rest pressure. Retaining walls free to move
and rotate at the top are permitted to be designed for active
pressure. Design lateral pressure from surcharge loads shall be
added to the lateral earth pressure load. Design lateral pressure
shall be increased if soils with expansion potential are present
at the site.

Exception: Basement walls extending not more than & feet
(2438 mm) below grade and supporting flexible floor sys-
tems shall be permitted to be designed for active pressure.

SECTION 1611
RAIN LOADS

1611.1 Design rain loads. Each portion of a roof shall be
designed to sustain the load of rainwater that will accumulate
on it if the primary drainage system for that portion is blocked

plus the uniform load caused by water that rises above the inlet

R=52(d +d,) (Equation 16-36)
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For SI: R =0.0098 (d,+ d,)
where:

d, = Additional depth of water on the undeflected roof
above the inlet of secondary drainage system at its
design flow (i.e., the hydraulic head), in inches (mm).

d, = Depth of water on the undeflected roof up to the inlet of
secondary drainage system when the primary drainage
system s blocked (i.e., the static head), in inches (mim).

R = Rain load on the undeflected roof, in psf (kN/m?). When
the phrase “undeflected roof” is used, deflections from
loads (including dead loads) shall not be considered

whe deterx%mng the amount of rain gn the roof,
TN Plum orher foor
1611.2 Pondmg n{stablhty For roofs w1th aslope less than !/,

inch per foot [1.19 degrees (0.0208 rad)], the design calcula-
tions shall include verification of adequate stiffness to preclude
progressive deflection in accordance with Section 8.4 of ASCE
7.

1611.3 Controlled drainage. Roofs equipped with hardware
to control the rate of drainage shall be equipped with a second-
ary drainage system at a higher elevation that limits accumula-
tion of water on the roof above that elevation. Such roofs shall

ingige, FQUdereik

be designed to sustain the load of rainwater that will accumu-
late on them to the elevation of the secondary drainage system
plus the uniform load caused by water that rises above the inlet
of the secondary drainage system at its design flow determined
from Section 1611.1. Such roofs shall also be checked for
ponding instability in accordance with Section 1611.2.

See Tod g, Amerd mest .

SECTION 1612
FLOOD LOADS

Dd@?&:{ pes Trdiare. Omendlimend

TABLE 1610.1
SOIL LATERAL LOAD

DESIGN LATERAL SOIL LOAD?
(pound per square foot per foot of depth)
. UNIFIED SOIL
DESCRIPTION OF BACKFILL MATERIAL® CLASSIFICATION Active pressure At-rest pressure
We]l-graded, clean gravels; gravel-sand mixes GwW 30 60
Poorly graded clean gravels; gravel-sand mixes GP 30 60
Silty gravels, poorly graded gravel-sand mixes GM 40 60
Clayey gravels, poorly graded gravel-and-clay mixes GC 45 60
Well-graded, clean sands; gravelly sand mixes SW 30 © 60
Poorly graded clean sands: sand-gravel mixes SP - 30 60
Silty sands, poorly graded sand-silt mixes SM . 45 60
Sand-silt clay mix with plastic fines SM-SC 45 100
Clayey sands, poorly graded sand-clay mixes SC 60 - 100
Inorganic silts and clayey silts ML - 45 100
Mixture of inorganic silt and clay ML-CL 60 100
Inorganic clays of low to medium plasticity CL 60 100
Organic silts and silt clays, low plasticity OL Note b Note b
Inorganic clayey silts, elastic silts MH Note b Note b
. Inorganic clays of high plasticity. . .. . CH. ...Note b .Note b
Organic clays and silty clays OH Note b Note b

For Sk: | pound per square foot per foot of depth = 0.157 kPa/m, 1 foot =

304.8 mm.

a. Design lateral soil loads are given for moist conditions for the specitied soils at their optimum densities. Actual field conditions shall govern. Submerged or sat-
urated soil pressures shall include the weight of the buoyant soil plus the hydrostatic loads.

b. Unsuitable as backfill material.

c. The definition and classification of soil matedals shall be in accordance with ASTM D 2487.
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entified by the building official and that are the
um necessary to assure safe living conditions.

alteration of a historic structure provided that/the
alteyation will not preclude the structure’s continued des-
ignation as a historic structure.

1612.3 Establishment of flood hazard areas. To esfablish
flood hazard\areas, the goveming body shall adopt a flopd haz-
ard map and Supportmg data. The flood hazard mdp shall
include, at a imum, areas of special flood hazard 35 identi-
fied by the Federal Emergency Management Agency in an
engineering repart entitled “The Flood Insurance Study for

sions thereto. The adopted flood hazard map and sppporting data
are hereby adopted by'\reference and declared tq be part of this
sectiomn.

1612.4 Design and construction. The design and construction
of buildings and structiyes located in flogd hazard areas,
including flood hazard afgas subject to high velocity wave
action, shall be in accordange with ASCE

1612.5 Flood hazard docuimentation. The following docu-
mentation shall be prepared agd sealed by a registered design
professional and submitted to ¥he building official:

1. For construction in flood hazard areas not subject to
high-velocity wave action:

1.1. The elevation of the\lowest floor, including the
basement, as require the lowest floor eleva-
tion inspection in Sectjon 109.3.3.

1.2. For fully enclosed ar below the design flood
elevation where prov{s1o s to allow for the auto-
matic entry and exit/of flgodwaters do not meet
the minimum requirement§; in Section 2.6.2.1 of
ASCE 24, construgtion documents shall include
a statement that the design will provide for equal-
ization of hydrostatlc flood forces in accordance
with Section 2. 6/2 2 of ASCEY4.

1.3. For dry ﬂOOde{OOde nonresidential buildings,
construction dgcuments shall include a statement
that the dry flpodproofing is deskgned in accor-
dance with ASCE 24.

2. For construction in flood hazard area:
high-velocity wave’[ action:

2.1. The eleva’;lon of the bottom of the lowest hori-
zontal stryictural member as required by the low-
est floor ¢levation inspection in Section 109.3.3.

2.2. Construction documents shall include & state-
‘ment tHat the building is designed in accokdance

subject to

20 psf (0.96 construcnon documents
shall iny 7 statement breakaway wall
esigned in accordance with AS .

SECTION 1613
EARTHQUAKE LOADS

1613.1 Scope. Every structure, and portion thereof, including
nonstructural components that are permanently attached to
structures and their supports and attachments, shall be
designed and constructed to resist the effects of earthquake
motions in accordance with ASCE 7, excluding Chapter 14 and
Appendix 11A. The seismic design category for a structure is
permitted to be determined in accordance with Section 1613 or
ASCE 7.

Exceptions:

1. Detached one- and two-family dwellings, assigned to
Seismic Design Category A, B or C, or located where
the mapped short-period spectral response accelera-
tion, S, is less than 0.4 g.

2. The seismic-force-resisting system of wood-frame
buildings that conform to the provisions of Section
2308 are not required to be analyzed as specified in
this section.

3. Agricultural storage structures intended only for inci-
dental human occupancy.

4. Structures that require special consideration of their
response characteristics and environment that are not
addressed by this code or ASCE 7 and for which other
regulations provide seismic criteria, such as vehicular
bridges, electrical transmission towers, hydraulic
structures, buried utility lines and their appurtenances
and nuclear reactors.

1613.2 Definitions. The following words and terms shall, for
the purposes of this section, have the meanings shown herein.

DESIGN EARTHQUAKE GROUND MOTION. The earth-
quake ground motion that buildings and structures are specifi-
cally proportioned to resistin Section 1613.

MAXIMUM CONSIDERED EARTHQUAKE GROUND
MOTION. The most severe earthquake effects considered by
this code.

MECHANICAL SYSTEMS. For the purposes of determin-
ing seismic loads in ASCE 7, mechanical systems shall include
plumbing systems as specified therein.

ORTHOGONAL. To be in two horizontal directions, at 90
degrees (1.57 rad) to each other.

with ASCE 24, including that the pile or cdlumn
foundauon and building or structure t§ be
attached thereto is designed to be anchored to
re51st flotation, collapse and lateral movement
due/to the effects of wind and flood loads actin o
simultaneously on all bujlding components, and
other load requirements of Chapter 16. v

302

SEISMIC DESIGN CATEGORY A class1ﬁcat10n as31gned
to a structure based on its occupancy category and the severity
of the design earthquake ground motion at the site.

SEISMIC-FORCE-RESISTING SYSTEM. That part of the
structural system that has been considered in the design to pro-
vide the required resistance to the prescribed seismic forces.
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SITE CLASS. A classification assigned to a site based on the
types of soils present and their engineering properties as
defined in Section 1613.5.2.

SITE COEFFICIENTS. The values of F, and F, indicated in
Tables 1613.5.3(1) and 1613.5.3(2), respectively.

1613 3 Exxstmg bl.uldlngs Addﬂ:rons*a‘lfcmtmns-—-m@d;ﬁca—

saeeefdaﬂ_—‘ h-Seetio a 4.
T0d 1 Goo amefnsi ?V

1613.4 Special inspections. Where required by Section
1705.3, the statement of special inspections shall include the

special inspections required by Section 1705.3.1.

1613.5 Seismic ground meotion values. Seismic ground
motion values shall be determined in accordance with this sec-
tion.

1613.5.1 Mapped acceleration parameters. The parame-
ters S, and S, shall be determined from the 0.2 and 1-second
spectral response accelerations shown on Figures 1613.5(1)
through 1613.5(14). Where S| is less than or equal to 0.04
and S, is less than or equal to 0.15, the structure is permitted
to be assigned to Seismic Design Category A.

1613.5.2 Site class definitions. Based on the site soil prop-
erties, the site shall be classified as either Site Class A, B, C,

STRUCTURAL DESIGN

D, E or F in accordance with Table 1613.5.2. When the soil
properties are not known in sufficient detail to determine the
site class, Site Class D shall be used unless the building offi-
cial or geotechnical data determines that Site Class E or F
soil is likely to be present at the site.

1613.5.3 Site coefficients and adjusted maximum con-
sidered earthquake spectral response acceleration
parameters. The maximum considered earthquake spectral
response acceleration for short periods, S,,,, and at 1-second
period, S,,, adjusted for site class effects shall be deter-
mined by Equations 16-37 and 16-38, respectively:

Sys=FaS, (Equation 16-37)
S=F,S; (Equation 16-38)
where:

F, = Site coefficient defined in Table 1613.5.3(1).
= Site coefficient defined in Table 1613.5.3(2).

S; = The mapped spectral accelerations for short periods
as determined in Section 1613.5.1.

S, = The mapped spectral accelerations for a 1-second
period as determined in Section 1613.5.1.

TABLE 1613.5.2
SITE CLASS DEFINITIONS
AVERAGE PROPERTIES IN TOP 100 feet, SEE SECTION 1613.5.5
SITE SOIL PROFILE —
CLASS NAME Soil shear wave velocity, V , (ft/s) |Standard penetration resistance, N | Soil undrained shear strength, 5,,, (psf)
A Hard rock v, > 5,000 N/A N/A
B Rock 2,500 <v, <5,000 N/A N/A
c | Vey deﬂS:oziﬂ and soft 1,200 <7, <2,500 N>50 . 5, 22,000
Stiff soil profile 600 <v, <1,200 15<N<50 1,000 < 5,<2,000
E Soft soil profile v, <600 N<15 5, < 1,000
Any profile with more than 10 feet of soil having the foﬂowing characteristics:

1. Plasticity index PI > 20,
E - 2. Moisture content w 2 40%, and

3. Undrained shear strength §,< 500 psf

Any profile containing soils having one or more of the following characteristics:
1. Soils vulnerable to potential failure or collapse under seismic loading such as liquefiable
soils, quick and highly sensitive clays, collapsible weakly cemented soils.
F — 2. Peats and/or highly organic clays (H > 10 feet of peat and/or highly organic clay where
H = thickness of soil)
3. Very high plasticity clays (H >25 feet with plasticity index PI >75)
4. Very thick soft/medium stiff clays (H >120 feet)
For SI: 1 foot= 304.8 mm, 1 square foot = 0.0929 m?, 1 pound per square foot = 0.0479 kPa. N/A = Not applicable
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TABLE 1613.5.3(1)
VALUES OF SITE COEFFICIENT F,?
ST MAPPED SPECTRAL RESPONSE ACCELERATION AT SHORT PERIOD
CLASS S, <025 5, =050 S,=075 S,=1.00 5. =125
A 0.8 0.8 0.8 0.8 0.8
B 1.0 1.0 1.0 1.0 1.0
& 1.2 1.2 1.1 1.0 1.0
D 1.6 1.4 12 1.1 1.0
E 2.5 1.7 12 0.9 0.9
F Note b Note b Note b Note b Note b

a. Use straight-line interpolation for intermediate values of mapped spectral response acceleration at short period, S..
B b. Values shall be determined in accordance with Section 11.4.7 of ASCE 7.

TABLE 1613.5.3(2)
VALUES OF SITE COEFFICIENT F,*

SITE MAPPED SPECTRAL RESPONSE ACCELERATION AT 1-SECOND PERIOD

CLASS §,<0.1 §,=02 $,=03 S,=04 5,205
A 0.8 0.8 0.8 0.8 0.8
B 1.0 1.0 1.0 1.0 1.0
C 1.7 1.6 15 14 13
D 24 2.0 1.8 1.6 1.5
E 35 32 2.8 2.4 2.4
F Note b Note b Note b Note b Note b

a. Use straight-line interpolation for intermediate values of mapped spectral response acceleration at I-second period, S;.
B b. Values shall be determined in accordance with Section 11.4.7 of ASCE 7.

1613.5.4 Design spectral response acceleration parame-
ters. Five-percent damped design spectral response acceler-
ation at short periods, Sy, and at 1-second period, S, shail
be determined from Equations 16-39 and 16-40, respec-
tively:

Sps= 'i‘ Sus (Equation 16-39)
Sm =§SM1 (Equation 16-40)
where:

Sys = The maximum considered earthquake spectral
response accelerations for short period as deter-
mined in Section 1613.5.3.

Syn = The maximum considered earthquake spectral
response accelerations for 1-second period as deter-
mined in Section 1613.5.3.

0 S%Ia%am (lw'frjm%fs fov

Add i /ernl provisions rder

1613.5.5 Site classification for seismic design. Site classi-
fication for Site Class C, D or E shall be determined from
Table 1613.5.5.

The notations presented below apply to the upper 100 feet
(30 480 mm) of the site profile. Profiles containing dis-
tinctly different soil and/or rock layers shall be subdivided
into those layers designated by a2 number that ranges from 1
to n atthe bottom where there is a total of n distinct layers in
the upper 100 feet (30 480 mm). The symbol i then refers to
any one of the layers between 1 and n.
where:

v; = The shear wave velocity in feet per second (m/s).
d; = The thickness of any layer between 0 and 100 feet (30

4380 mm). -
where:
z di
Vs = __:'1=1 - (Equation 16-41)
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2 di =100 feet (30 480 mm)

i=1

N, is the Standard Penetration Resistance (ASTM D
1586) not to exceed 100 blows/foot (305 mm) as directly
measured in the field without corrections. When refusal is
met for arock layer, N, shall be taken as 100 blows/foot (305
mm).

S
N = A y (Equation 16-42)
%,
where N; and d; in Equation 16-42 are for cohesionless
soil, cohesive soil and rock layers.

(Equation 16-43)

Use d; and N, for cohesionless soil layers only in Equation
16-43.

d, = The total thickness of cohesionless soil layers in the
top 100 feet (30 480 mm).

m = The number of cohesionless soil layers in the top 100
feet (30 480 mm).

s, = The undrained shear strength in psf (kPa), not to
exceed 5,000 psf (240 kPa), ASTM D 2166 or D

2850.
5 = Equation 16-44
Su == i (Equation 16-44)
izl Sy
where:

idi = dc
i=t’

d, = The total thickness of cohesive soil layers in the top
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k = The number of cohesive soil layers in the top 100 feet
(30 480 mm).

PI = The plasticity index, ASTM D 4318.
w = The moisture content in percent, ASTM D 2216.

‘Where a site does not qualify under the criteria for Site
Class F and there is a total thickness of soft clay greater than
10 feet (3048 mm) where a soft clay layer is defined by: s, <
500 psf (24 kPa), w =2 40 percent, and PI> 20, it shall be clas-
sified as Site Class E.

The shear wave velocity for rock, Site Class B, shall be
either measured on site or estimated by a geotechnical engi-
neer or engineering geologist/seismologist for competent
rock with moderate fracturing and weathering. Softer and
more highly fractured and weathered rock shall either be
measured on site for shear wave velocity or classified as Site
Class C.

The hard rock category, Site Class A, shall be supported
by shear wave velocity measurements either on site or on
profiles of the same rock type in the same formation with an
equal or greater degree of weathering and fracturing. Where
hard rock conditions are known to be continuous to a depth
of 100 feet (30 480 mm), surficial shear wave velocity mea-
surements are permitted to be extrapolated to assess vs.

The rock categories, Site Classes A and B, shall not be
used if there is more than 10 feet (3048 mm) of soil between
the rock surface and the bottom of the spread footing or mat
foundation.

1613.5.5.1 Steps for classifying a site.

1. Check for the four categories of Site Class F requir-
ing site-specific evaluation. If the site corresponds
to any of these categonies, classify the site as Site
Class F and conduct a site-specific evaluation.

2. Check for the existence of a total thickness of soft
clay > 10 feet (3048 mm) where a soft clay layer is
defined by: s, < 500 psf (24 kPa), w = 40 percent
and PI > 20. If these criteria are satisfied, classify
the site as Site Class E.

3. Categorize the site using one of the following three
methods withv_, N, and s, and computed in all

For SI:

100 feet (30 480 mm). cases as specified.
TABLE 1613.5.5
SITE CLASSIFICATION?
SITE CLASS Vs NoN,, s,
E <600 ft/s <15 < 1,000 psf
‘D o 600 to 1,200 ft/s "~ 15t0 50 1,000 to 2,000 psf
C 1,200 to 2,500 ft/s >50 > 2,000
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3.1. \Z for the top 100 feet (30 480 mm) (1-1:
method).

3.2. N, for the top 100 feet (30 480 mm) (N
method).

3.3. N for cohesionless soil layers (PI<20) in
the top 100 feet (30 480 mm) and aver-
age, s, for cohesive soil layers (P> 20)

in the top 100 feet (30 480 mm) ( s,
method).

1613.5.6 Determination of seismic design category.
Occupancy Category I, II or III structures located where the
mapped spectral response acceleration parameter at 1-sec-
ond period, S, is greater than or equal to 0.75 shall be
assigned to Seismic Design Category E. Occupancy Cate-
gory IV structures located where the mapped spectral
response acceleration parameter at 1-second period, S, is
greater than or equal to 0.75 shall be assigned to Seismic
Design Category F. All other structures shall be assigned to
a seismic design category based on their occupancy cate-
gory and the design spectral response acceleration coeffi-
cients, Sy and S;,;, determined in accordance with Section
1613.5.4 or the site-specific procedures of ASCE 7. Each
building and structure shall be assigned to the more severe
seismic design category in accordance with Table
1613.5.6(1) or 1613.5.6(2), irrespective of the fundamental
period of vibration of the structure, 7.

1613.5.6.1 Alternative seismic design category deter-
mination. Where S, is less than 0.75, the seismic design
category is permitted to be determined from Table
1613.5.6(1) alone when all of the following apply:

1. In each of the two orthogonal directions, the
approximate fundamental period of the structure,
T, in each of the two orthogonal directions deter-
mined in accordance with Section 12.8.2.1 of
ASCE 7, is less than 0.8 T, determined in accor-
dance with Section 11.4.5 of ASCE 7.

2. In each of the two orthogonal directions, the fun-
damental period of the structure used to calculate
the story drift is less than T,.

3. Equation 12.8-2 of ASCE 7 is used to determine
the seismic response coefficient, C..

4. The diaphragms are rigid as defined in Section
12.3.1 in ASCE 7 or for diaphragms that are flexi-
ble, the distance between vertical elements of the
seismic-force-resisting system does not exceed 40
feet (12 192 mm).

1613.5.6.2 Simplified design procedure. Where the
alternate simplified design procedure of ASCE 7 is used,
the seismic design category shall be determined in accor-
dance with ASCE 7.

1613.6 Alternatives to ASCE 7. The provisions of Section
1613.6 shall be permitted as alternatives to the relevant provi-
sions of ASCE 7. .

See Todiana Exceptionin Amedments |
TABLE 1613.5.6(1)

SEISMIC DESIGN CATEGORY BASED ON
SHORT-PERIOD RESPONSE ACCELERATIONS

1613.6.1 Assumption of flexible diaphragm. Add the fol-

OCCUPANCY CATEGORY lowing text at the end of Section 12.3.1.1 of ASCE 7:

VALUE OF 555 forll m v .
Diaphragms constructed of wood structural panels or
Sps<0.167g A A A untopped steel decking shall also be permitted to be ideal-
0.167g < Sps < 0.33g B B Is izef[i as flexible, provided all of the following conditions are

met:

0.33g < Sps < 0.50g C C D .

0.508.< 5, D D D 1. Toppings of concrete or similar materials are not

placed over wood structural panel diaphragms except

[ 3 for nonstructural toppings no greater than 1/, inches

TABLE 1613.5.6(2) (38 mm) thick.
SEISMIC DESIGN CATEGORY BASED ON

1-SECOND PERIOD RESPONSE ACCELERATION 2. Each line of vertical elements of the lat-

A=

OCCUPANCY CATEGORY eral-force-resisting system complies with the allow-
VALUE OF S, Lol - v able story drift of Table 12.12-1.
S <0.067e A A A 3. Vertical elements of the lateral-force-resisting system
bl - ———5 are light-framed walls sheathed with wood structural

0.067g < Sp; <0.133¢ B B Cc panels rated for shear resistance or steel sheets.
0.133g < 85, <0.20g C C D 4. Portions of wood structural panel diaphragms that

0.20g <5, D D D cantilever beyond the vertical elements of the lat-

—= _ 7 = _ eral-force-resisting system are designed in accor-

= dance with Section 2305.2.5 of the International

Building Code.
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1613.6.2 Additional seismic-force-resisting systems for
seismically isolated structures. Add the following excep-
tion to the end of Section 17.5.4.2 of ASCE 7:

Exception: For isolated structures designed in accor-
dance with this standard, the Structural System Limita-
tions and the Building Height Limitations in Table
12.2-1 for ordinary steel concentrically braced frames
(OCBFs) as defined in Chapter 11 and ordinary moment
frames (OMFs) as defined in. Chapter 11 are permitted to
be taken as 160 feet (48 768 mm) for structures assigned
to Seismic Design Category D, E or F, provided that the
following conditions are satisfied:

1. The value of R;as defined in Chapter 17 is taken as
1.

2. For OMFs and OCBFs, design is in accordance
with AISC 341.
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2008 INDIANA BUILDING CODE
CHAPTER 16-INDIANA
AMENDMENTS

675 IAC 13-2.5-17 Chapter 16; structural design

Authority: IC 22-13-2-2; IC 22-13-2-13
Affected: 1C22-12;IC 22-13;1C 22-14; IC 22-15; IC 36-7

Sec. 17. Chapter 16 is amended as follows:

(1) Amend Section 1603, Construction documents, by deleting the text and substituting to read as follows: See the General
Administrative Rules (675 IAC 12-6), Industrialized Building Systems (675 IAC 15), and local ordinance.

(2) Amend Section 1604.6, In-situ load tests, by deleting the last sentence without substitiition.

(3) Amend TABLE 1607.1, MINIMUM UNIFORMLY DISTRIBUTED LIVELOADS AND MINIMUM CONCENTRATED
LIVE LOADS, by deleting the text of Footnote g and substituting to read as follows: g. Where snow loads occur that are in
excess of the design conditions, the structure shall be designed to support the loads due to the increased loads caused by drift
buildup or a greater snow design determined by the registered design professional or the owner if a registered design

. professional is not required by the General Administrative Rules (675 IAC 12-6) or the rules for Industrialized Building

Systems (675 IAC 15) (see Section 1608). For special purpose roofs, see Section 1607.11.2.2.

(4) Amend Section 1607.7.1, Handrails and guards, by deleting Exception 1 without substitution. .

(5) Amend Section 1608.2, Ground snow loads, by deleting the text and substituting to read as follows: The ground snow loads
to be used in determining the snow loads for roofs are given in Table 1608.2.

(6) Delete Table 1608.2, Ground Snow Loads, p,, for Alaskan location, without substitution.

(7) Delete Figure 1608.2, Ground Snow Loads, p,, for the United States (psf), and substitute to read as follows Table 1608.2

NO COUNTY WIND (MPH)! SNOW (p,) (PSF)* FOUNDATION?
1 Adams ' 90 20 36
2 Allen ' 90 20 36
3 Bartholomew 90 20 24
4 Benton 90 20 36
5 Blackford 90 20 30
6 Boone 90 20 30
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53 Monroe 90 20 24
54 Montgomery 90 20 30
55 Morgan 90 20 30
56 Newton 90 30 36
57 Noble 90 30 36
58 Ohio 90 20 24
59 Orange 90 20 24
60 Owen 90 20 24
61 Parke 90 20 30
62 Perry 90 20 24
63 Pike 90 20 24
64 Porter 90* 30% 36
635 Posey 90 20 24
66 Pulaski 90 30 36
67 Putham 90 20 30
68 Randolph 90 20 30
69 Ripley 90 20 24
70 Rush 90 20 30
71 St. Joseph 90 30* 36
72 Scott 90 20 24
73 Shelby 90 20 30
74 Spencer 90 20 24
75 Starke 90 30 36
76 Steuben 90 30 36
77 Sullivan 90 20 24
78 Switzerland 90 20 24
79 Tippecanoe 90 20 30
80 Tipton 90 20 30
81 Union 90 20 30
82 Vanderburgh 90 20 24
83 Vermillion 90 20 30
84 Vigo 90 20 24
85 Wabash 90 20 36
86 Warren 90 20 30
87 Warrick 90 20 24
88 Washington 90 20 24
89 Wayne 90 20 30
90 Wells 90 20 36
91 White 90 20 36
92 Whitley 90 20 36

1. Wind is the minimum wind speed in miles per hour.

*Indicates those counties with zones of extreme variation, and shall require investigation by the design professional, or owner

when a design professional is not required, to determine the actual maximum wind speed at each site; however, the determined

minimum wind speed shall be at least ninety (90) miles per hour.

2:-Snow is minimum ground snow load (p,) in pounds per square foot.
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element to resist seismic forces by more than five percent cumulative since the original construction shall not be
permitted unless the entire seismic-force-resisting system is determined to conform to ASCE 7 as adopted by the
commission at 675 IAC 13-2.5-34 for a new structure. If the building's seismic base shear capacity has been increased
since the original construction, the percent change in base shear may be calculated relative to the increased value.
Exception: Alterations to existing structural elements or additions of new structural elements that are not required
by ASCE 7 as adopted by the commission at 675 IAC 13-2.5-34 and are initiated for the purpose of increasing
the strength or stiffness of the seismic-force-resisting system of an existing structure need not be designed for
forces conforming to ASCE 7 as adopted by the commission at 675 IAC 13-2.5-34, provided that an engineering
analysis is submitted indicating the following: -
1. The design strength of existing structural elements required to resist seismic forces is not reduced
2. The seismic force to required existing structural elements is not increased beyond their design strength.
3. New structural elements are detailed and connected to the existing structural elements as required by
Chapter 16.
4. New or relocated nonstructural elements are detailed and connected to existing or new structural
elements as required by Chapter 16.
5. The alterations do not create a structural irregularity as defined in ASCE 7 as adopted by the commission
at 675 IAC 13-2.5-34 or make an existing structural irregularity more severe.
6. The alterations do not result in the creation of an unsafe condition,
(D) Add anew subsection 1613.3.3 to read as follows: 1613.3.3 Change of occupancy. When a change of occupancy
results in a structure being reclassified to a higher occupancy category, the structure shall conform to the seismic
requirements for the higher occupancy category.
Exceptions: 1. Specific seismic detailing requirements of this code or ASCE 7 as adopted by the commission at
675 TAC 13-2.5-34 for a new structure shall not be required to be met where it can be shown that the level of
performance and seismic safety is equivalent to that of anew structure. Such analysis shall consider the regularity,
overstrength, redundancy, and ductility of the structure within the context of the existing and retrofit (if any)
detailing provided.
2. When a change of use results in a structure being reclassified from Occupancy Category I or IT to Occupancy
Category 111 and the structure is located in a seismic map area where SDS < 0.33, compliance with the seismic
requirements of this code and ASCE 7 as adopted by the commission at 675 IAC 13-2.5-34 are not required.
(17) Amend Section 1613.5.6 by adding an exception to read as follows: Exception: The seismic design category need not
exceed Seismic Design Category C for buildings and structures in Seismic Use Groups I, I1, and III for Class 1 buildings and
structures other than schools and hazardous material storage/use structures.
(Fire Prevention and Building Safety Commission; 67514C 13-2.5-17; filed Mar 18, 2008, 2: 34p m.: 20080423-IR-675070476FRA,
eff 90 days afier filing with the Publisher; errata filed Jul 3, 2008, 8:10 a.m.: 20080716-IR-675070476ACA; filed Oct 27, 2009, 2:36
p-m.: 20091125-IR-675090186FRA; fledNov 24, 2010, 3:21 p.m.: 20101222-IR-675100251FRA)
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